
W & T Energy VI

MC 243 WATER DEPTH 2816'

OCS-G 19931 WELL A-5 Orig RKB-MSL= 73'
MUDLINE= 2889'

RKB-THF = 43'
Packer fluid: Inhibited 11.2 PPG CaCl2 Dual Tree - 11" x 4-1/16" x 2-1/16" 5K

Wellhead - 11" 5k FMC speed lock II type

TBG: 1.900" 2.90ppf, L- 80 BTS-8 ADJUSTABLE SUB 4.5" @59'

ADJUSTABLE SUB 1.900" @ 47' TBG: 4-1/2", 12.75 ppf, L-80 BTS-8

RISER 10-3/4" @ 2816' de-watered w/ N2

36", X-56 @ 3159' Gauge Mandrel @3256'
D-Nipple for A-1 injection Valve (1.437" ID) @3288'

BAKER DUAL POTH @ 3292'
Tubing: SCSSV to POTH: VIT TBG 4-1/2" 29.49# L-80 RTS-8

26", .750#, X-56, XLC-S @3993' MD / 3985'TVD 4-1/2" X-Nipple @ 3310'
Cemented w/2834 ft3 cement with returns to mudline 4-1/2" Punch X-Nipple @ 3321'

4-1/2" Upper Methanol injection @ 3325'

Long String: GLM'S @ 3340', 4245', 5119', 5962'

POTH to to SCSSV: Loaded with GL valves

VIT TBG 4-1/2" 29.49# L-80 RTS-8
SCSSV to Prod Pkr:

4 1/2" 12.75# L-80 BTS-8

20", .812" WT, X-56, XLF from 2876' - 3417' MD/3415'TVD

20", .625" WT, X-56, XLF-RB from 3417' - 5058' MD/4957'TVD

Cemented w/3375 ft3, cements returns to mudline 6029' TR-SCSSV @ 6,029' MD
TRM-4P-DS 4 1/2" w/ 1/4" CL

Lower Methanol injection @ 8138'

Cross-over from 10-3/4" to 9-5/8" @ 6077' MD / 5634' TVD CIM @ 8163'

8,181' 3-1/2" X-nipple (2.813"ID) @ 8181'

8,195' 9 5/8" QMP Production packer @ 8195'

Dual Gauge Mandrel @ 8205'

8,224' 3-1/2" X- nipple (2.75" ID) @ 8,224'

8,225' 3-1/2" MMSUV std O profile (2.75" ID) (CLOSED) @ 8,225'

8,271' 3-1/2" X-Nipple (2.75" ID) @ 8,271'

8,272' 3-1/2" MMSLV selective O profile (2.75" ID) (OPEN) @ 8,272'

8,288' 3-1/2" X-Nipple (2.75" ID) @ 8,288'

9-5/8" 43.5-53.5# COMP II HP PKR @ 8350'

9-5/8"X 3-1/2" ANNULAR FLOW VALVE @ 8395'

13 5/8" 88.2#, P-110, HDL @ 7041' MD/6007'TVD

Cemented w/ 1943 ft3 cement, est toc @ 3596' MD

Upper A-Sand 8533-8603'MD/ 6567-6599' TVD 2-7/8" CS MSV-O SLIDING SLEEVE @ 8602' (CLOSED)

9-5/8" 43.5-53.5# COMP II HP PKR @ 8614'

6.64" X 2.688" Radial Flow Valve @ 8662'

2-7/8" MSV-O SEL SLIDING SLEEVE @ 8858' (OPEN)

9-5/8" 40-53.5# COMP PERM II PKR @ 8876'

10-3/4" 65.7#,Q-125, ANJO & 9 5/8 53.5# Q-125 & L-80 HDL @ 9510' MD/ 7155' TVD

Cemented w/ 970 ft3 cement, est TOC 6135 MD.

KOP @ 3159’ build to 70 @ 6535’ hold to 8100' drop to 47° @ TD @ 9535' MD.

JG 4-13-11

Lower A-Sand 8833-8866'MD/ 6716-6735' TVD

Current Schematic 4-13-2011
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